GENERAL INFORMATION AND REQUIREMENTS:

1) CITY SHALL PROVIDE FOUR FEET (4')
ABOVE GRADE CONCRETE BASES. LIGHT
HEIGHT SHALL BE A MINIMUM OF TWENTY
FEET (20') ABOVE GRADE MOUNTING HEIGHT

2) SOLAR PANELS FOR LIGHT FIXTURES WILL HAVE
BATTERY BACKUP

3) LIGHT FIXTURES SHALL BE A LED TYPE LUMINAIRE:
FULL CUTOFF DARK-SKY APPROVED, AND COLOR
TEMP RANGE 4000K

4) ALL OF THE FIXTURES SHALL HAVE THE SAME LIGHT
DISTRIBUTION PATTERN

4/

POLE AND FIXTURES POWDER COATING REQUIREMENTS:

THIS SPECIFICATION SETS FORTH THE MINIMUM
ACCEPTABLE STANDARDS FOR POWDER COAT FINISHING
IN THE COLORS OF RAL 6005 DARK GREEN.

1) WEATHERING: POWER COATING PROCESS USED FOR
THIS PROJECT MUST HAVE PROVEN EXCELLENT
WEATHERABILITY WITH EXCELLENT MAR, CHIP AND
CORROSION RESISTANCE AND EXCELLENT EDGE
COVERAGE. CLASS 3 - 10 YEAR  "FLORIDA
WEATHERING DATA" - WEATHER EXPOSURE

2) TREATMENT: SEALING PROCESS IS REQUIRED TO
ENSURE SUPERIOR SUBSTRATE PRETREATMENT FOR
OPTIMUM POWDER COATING QUALITY AND PERFORMANCE.

3) VENDORS ARE REQUIRED TO SEND PAINT COLOR SAMPLE.
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_ CITY OF SILOAM SPRINGS ELECTRIC
o’ d Proposed Lighting for Whitewater & Habhitat Recreational Area
~ 1600 W Quarter Road
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