ROAD NAME IDESCRIPTION

[Red Dirt  |cuass 7 BasE| uncassified il [GUARDRAIL [CONCRETE

PW BEC008C |Limekiln Rd
Site 1 Area la Replace road aggregate surface 6,300' x 18’ 1050
Area 1b Fix washed sub-grade with red dirt 3,700'x 18' 616.66
Area 2 Replace road embankment 300" x 20' 2,666.66
Area 3 Replace edge of the road 120" x 4' 177.77
Area 4 Replace edge of the road 200" x 4' 296.30
PW BEC008C |N Old Wire Rd
Site 2 Area la Replace road aggregate surface 4,200' x 16 622.22
Area 1b Fix washed sub-grade with red dirt 1,580' x 16' 234.07
Area 2a Replace road embankment 40" x 32" 568.88
Replace 31 Tong metal guard rail at each side of
Area 2b conc bridge (2) 31' = 62" 62
PW BECO08C |Alvin Seamster Rd
Site 3 Areala [Replace road aggregate surface, 2,640 x 18’ 440 |
PW BECO0O8C |[Hughes Rd
Site 4 Area la Replace road aggregate surface 3,700' x 18' x 3" 616.66
Area 1b Fix washed sub-grade with red dirt 1,100" x 18" x 3™ 183.33
PW BECO08C |[Wilson Rd
damaged concrete slab at each side of 5 - 30" cmp’s,
Site 5 Area la 18x10X1 13.33
Area 1b install concrete below cmp's 40" x 18" 26.66
PW BECO08C |Sugar Creek Rd
Site 6 Area la Replace road aggregate surface 10,560 x 18 x 3" 1760
Area 1b Fix washed sub-grade with red dirt 4,225 x 18 x 3" 794.17
Area 2 Remove and replace 2- 42" x 70' cmp's
PW BECO08C |Post Ranch Rd
Site.7 Area 1 Replace road aggregate surface 2,100 x 16 x 3" 311.11
Area 2 Fix washed sub-grade with red dirt 500 x 16 x 3" 74.07
PW BEC008C |Taylor Barnett Rd
Site 8 Area 1 IRepIace road aggregate surface 2,100 x 18 x 3" 350




